Shock Absorber and Spring Assembly 

Removal 
1. Remove the wheel and tire. 
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2. Remove the stabilizer bar link retaining nut.
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3. Remove the stabilizer bar link.
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4. Detach the shock absorber.
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5. CAUTION: Make sure the wheel knuckle is supported. Failure to follow these instructions may result in damage to the vehicle.
Detach the upper arm.
6. Lower the vehicle.
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7. Remove the shock absorber and spring assembly mounting cover plate.
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8. Disconnect the electrical connector.
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9. Remove the shock absorber and spring assembly.
Installation 
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1. Install the shock absorber and spring assembly.
1. Tighten to 27 Nm .
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2. Connect the electrical connector.
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3. Install the shock absorber and spring assembly mounting cover plate.
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4. CAUTION: Make sure the wheel knuckle is supported. Failure to follow these instructions may result in damage to the vehicle.
Attach the upper arm.
1. Tighten to 90 Nm .
[image: http://www.alldatadiy.com/alldatadiy/DIY~V70972932~C40429~R0~OB0~P3R0H~N/0/108596970/110871934/110871935/110871937/34853741/34864218/34864722/34865296/34865313/101145960/107662073/107662074/106051505/106051517]
   
5. Attach the shock absorber. 
· Tighten to 175 Nm .
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6. Install the stabilizer bar link.
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7. Attach the stabilizer bar link. 
· Tighten to 47 Nm .
8. Install the wheel and tire assembly. 
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9. Tighten to 70 Nm .
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